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PRODUCT SPECIFICATION

* The specifications are subject to change without notice.
** Dimensional Tolerance: ± 5mm

Pick-up Element
Number of Pixels
Resolution
Min. Illumination 
S/N Ratio 
Electronic Shutter 
Lens 
Lens Angle 
Adjustment Range
Iris Mode 
BLC
White Balance 
Vandal Resistance
Video Output 
Power Souece 
Dimension (mm)

Specification

MODEL 

Is a 3-axis dome camera equipped with the metal base and reinforced 
dome cover for the vandal-proof design.

1/3" Sony Super HAD CCD image sensor 
Support high resolution of 540 TV lines 
Special cover materials to withstand strong impact 
All components are secured by just one screw 
Signal-to-Noise Ratio more than 52dB (High Resolution Model only) 
Versatility of a 3-axis camera lens to freely rotate, tilt and pan to 
every angle 

1/3" SONY Color Super HAD CCD image sensor
510(H)x492(V) <NTSC> / 500(H)x582(V) <PAL>
standard resolution
0.5Lux / F2.0
More than 48dB (AGC off)
1/60 (1/50) to /100,000 sec. 
F3.6mm/F2.0 
92° 
Panning: 180°; Tilting: 180°; Rotating: 170°
AES 
ON
ATW 
Yes
1.0 Vp-p composite, 75Ω
DC12V ± 10% 
93.4(Ø) x 69(H)
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